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Opacity Tint Base No. Quart 1 Gallon 5 Gallon Substrates Features Product Information

Natural

White 65 ● ●

• Concrete
• Wood
• Ferrous Metals
•  Non-Ferrous 

Metals
• Unglazed Tile
• Masonry Shingles          
• Urethane Foam
• Asphalt Shingles

• Resists Fading 
• Non-Yellowing 
•  Mildew and  

Algae-Resistant Finish

Sheen:  0-5 @ 85°
Gloss:  0-5 @ 60°
Resin Type:  100% Acrylic
VOC: < 50 g/L
Coverage: 250-450 sq ft/gal
Dry Time:  2 hrs touch, 

4 hrs recoat
Deep 66 ● ●

BEHR® MULTI-SURFACE ROOF PAINT
This premium-quality, durable, 100% acrylic-latex flat paint film is mildew and algae resistant and will not discolor or yellow 
when exposed to typical high roof temperatures. It has excellent adhesion to various types of roofing materials and is tintable.

Exterior Roof Paint

Exterior Waterproofers
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BEHR PREMIUM® CONCRETE & MASONRY PROTECTOR & WATERPROOFER
Formulated with water-based silicone technology, this product is designed to penetrate surfaces up to 1/2" to help protect 
against corrosion, spalling, efflorescence, and freeze-thaw damage.

Size & Product # Substrates Features Product Information

1 Gallon  98001
5 Gallon  98005

•  Concrete
•  Unglazed Tile
•  Brick
•  Aggregate
•  Pavers
•  Stucco

•  Shields Against Salt 
Damage and Corrosion 

• Spalling Protection 
•  Efflorescence Protection 
•  Freeze-Thaw Damage Protection

Resin Type:  Silane/Siloxane
VOC: < 120 g/L
Coverage: 250 sq ft/gal
Dry Time: 24-48 hrs recoat

BEHR Dry Plus® MASONRY WATERPROOFER
This waterproofer is a durable, water-repellent, solid-color topcoat designed to help protect and enhance both exterior and 
interior vertical concrete surfaces.

Size & Product # Substrates Features Product Information

1 Gallon  87501
1 Gallon  87601
5 Gallon  87505

•  Concrete
•  Concrete Block/CMU
•  Fiber Cement
• Brick
• Stucco
• Drywall/Gypsum Board

•  Withstands 12 PSI of Water Pressure
•  Mildew-Resistant Film
•  Smooth, Flat Finish
•  Withstands 98 MPH Wind-Driven Rain
•  Spray and Roll Application
•  Perm Rating < 1.0

Sheen:   < 5 @ 85°
Resin Type:   Styrene-Acrylic
VOC: < 100 g/L
Coverage: 75-125 sq ft/gal
Dry Time:  1 hr touch; 

4 hrs recoat

South Coast Air Quality Management District (SCAQMD):  
www.aqmd.gov

California Air Resources Board (CARB):  
www.arb.ca.gov

Ozone Transport Commission (OTC) Model Rule: 
 www.otcair.org

Ozone Transport Commission (OTC) Model Rule Phase II: 
 www.otcair.org

Lake Michigan Air Directors Consortium (LADCO): 
 www.ladco.org

Utah Department of Environmental Quality: www.deq.utah.gov

Virginia Department of Environmental Quality: www.deq.virginia.gov

Maricopa County, Arizona: www.maricopa.gov

United States Environmental Protection Agency (US EPA): 
 www.epa.gov

South Coast Air Quality Management District (SCAQMD) – RULE 1113 Architectural Coatings  
SCAQMD is the air pollution control agency for all of ORANGE COUNTY and the urban portions of LOS ANGELES, RIVERSIDE, and SAN BERNARDIO Counties. Rule 1113 was last amended on 2/5/2016. 

California Air Resources Board (CARB) – Suggested Control Measure (SCM) for Architectural Coatings
These counties adopted the SCM with an effective date between 2003 and 2007: BUTTE, COLUSA, NORTHERN SONOMA, SAN LUIS OBISPO, SHASTA, TEHAMA. These counties adopted 
the 2007 SCM for Architectural Coatings in 2011, unless otherwise noted: ALAMEDA, CONTRA COSTA, FRESNO, IMPERIAL KERN, KINGS, MADERA, MARIN, MERCED, NAPA, PLACER, SAN 
FRANCISCO, SAN JOAQUIN, SAN MATEO, SANTA CLARA, SOLONO, STANISLAUS, TULARE, VENTURA COUNTIES; MOJAVE DESERT, PARTS OF SAN BERNARDINO: 1/1/2013; MONTEREY 
BAY UNIFIED APCD: SAN BENITO MONTEREY, SANTA CRUZ: 8/15/2012; ANTELOPE VALLEY AQMD: 6/18/2014; SANTA BARBARA & FEATHER RIVER, SUTTER, YUBA COUNTIES: 1/1/2015;  

SAN DIEGO: 1/1/2016; SACRAMENTO: 3/24/2016; YOLO/SOLONO: 1/1/2018; EL DORADO: 1/1/2018

Lake Michigan Air Directors Consortium (LADCO)  
The purpose of LADCO is to provide technical assistance to its member states (Illinois, Indiana, Michigan, Ohio, and Wisconsin) on issues related to air quality.  

The following states have adopted the Architectural and Industrial Maintenance (AIM) coating VOC limits consistent with those in the OTC Model Rule 2002: ILLINOIS, INDIANA, OHIO. 
Note: Michigan and Wisconsin continue to follow the EPA national rule for Architectural and Industrial Maintenance (AIM) coatings. 

Ozone Transport Commission (OTC) - Model Rule  
The Ozone Transport Commissison (OTC) is a multi-state organization crated under the Clean Air Act to develop and implement regional solutions to the ground-level ozone problem in the 

Northeast and Mid-Atlantic regions. New VOC limits were established that are stricter than the EPA national rule for Architerctural and Industrial Maintenance (AIM) coatings.
The following states have adopted Model Rule 2002:  

DISTRICT OF COLUMBIA, MAINE, MASSACHUSSETS, NEW HAMPSHIRE, NEW JERSEY, NEW YORK, PENNSYLVANIA, RHODE ISLAND, VIRGINIA
The following states have adopted Model Rule 2009-12 (Phase II):

MARYLAND: 1/1/2017, DELAWARE: 3/1/2017, CONNECTICUT: 5/1/2018

Utah Department of Environmental Quality –  R307-361 Architectural Coatings 
New Volatile Organic Compounds (VOC) Content Limits went into effect on 1/1/15 in these counties of Utah: BOX ELDER, CACHE, DAVIS, SALT LAKE, TOOELE, UTAH, WEBER

United States Environmental Protection Agency (US EPA) – National Architectural and Industrial Maintenance (AIM) Coatings rule  
In 1998, the US EPA issued a nationwide AIM rule limiting emissions from volatile organic compounds (VOC) pursuant with the Clean Air Act. 

Virginia Department of Environmental Quality – 9 VAC 5, Chapter 45, Part II, Article 5 CONSUMER AND COMMERCIAL PRODUCTS,  
Emission Standards for Architectural and Industrial Maintenance Coatings  

This article applies to the following Emission Control Areas: NORTHERN VIRGINIA: ARLINGTON COUNTY, FAIRFAX COUNTY, LOUDOUN COUNTY, PRINCE WILLIAM COUNTY, STRAFFORD 
COUNTY, ALEXANDRIA CITY, FAIRFAX CITY, FALLS CHURCH CITY, MANASSAS CITY, MANASSAS PARK CITY; FREDERICKSBURG: SPOTSYLVANIA COUNTY, FREDERICKSBURG CITY; 

RICHMOND: CHARLES CITY COUNTY, CHESTERFIELD COUNTY, HANOVER COUNTY, HENRICO COUNTY, PRINCE GEORGE COUNTY, COLONIAL HEIGHTS CITY, HOPEWELL CITY, 
PETERSBURG CITY, RICHMOND CITY 

Maricopa County Air Pollution Control –  Rule 335 Architectural Coatings  
Established limits for the emissions of Volatile Organic Compounds from architectural coatings.  

Rule 335 is enforced in the Phoenix urbanized area and the contiguous urbanized area in Pinal County, including the Town of Florence and City of Maricopa. 

As of February 1, 2019
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